
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS WELL LOG ELECTRIC LOGS FILE X WATER SANDS LOCATION INSPECTED SUB REPORT abd

DATE FILED

LAND FEE & PATENTED STATE LEASE NO PUBLICLEASE NO U-32574 INDIAN

DRILLINGAPPROVED 9-17-80
SPUDDED IN

COMPLETED PUT TO PRODUCING

INITIAL PRODUCTION

GRAVITY A P l.

GOR.

PRODUCING ZONES

TOTAL DEPTH

DWAELELEANADNNED

.ocadien Aban onei - k¼LI Mxa c withA - Nov lo, 19ti
FIELD 88 CiSU M ŸG
UNIT

COUNTY md
WELL NO Browndirt #3 API No. 43-019-30692
LOCATION 660 ' FT. FROM (N) gLINE, 660 ' FT. FROM (E LINE 1/4 - 1 4 SEC. 14

TWP RGE. SEC. OPERATOR TWP RGE SEC. OPERATOR

208 23E 14 AMBRAOTL & GAS



Form 9-8810
SUBMIT IN TR ÃTE* Form a proved.

(May 1963) (Other instruc on Budget ËureauNo. 42-R1425.

UNITED STATES reverse•ise)

DEPARTMENTOF THE INTERIOR G. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-32574

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTER OB TRIBE NAME

la. TYPE OF WORK
N/A

DRILL DEEPEN O PLUG BACK O 7. UNIT AGREEMENT NAME

• b. TYPE OF WELL
N/A

OM
LL ELL OTHER

S GLE MONLTH LE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR Ambra Oil & Gas Co.

Ambra OTl & Gas Company
""" "°

3. ADDRESS OF OPERATOR BrOwndirt #3

115 South Main Suite 420, Salt Take City, Utah_ 84111_ io. r o z. car

4. LOCATION 07 WELL (Report location clearly and in accordance with any State requirements.•)

R, 660' FNL of Sec. 14, T20S, R23E
11° ÏT'Iú'air"¿n°"an"."I°

At proposed prod. zone

Same
Sec. 14, T20S, R23E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR P3ST OFFICE* 12, COUNTY OR PARISH 13. STATE

8 miles NNWof Cisco, Utah Grand j Utah

10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OP ACRES ASSlGNED

LOCATION TO NEAREST
TO THIS WELL

PROPERTY OB LEASE LINE, FT· t
(Also to nearest drig. unit line, if any) 660 240 acres

,
40 acres

18. DISTANCE PROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE "· 7000 ' 2250 ' rotary-air

21. ELEVATloNs (Show whether DF, RT, GR, etc.)
22. APPROI. DATE WORK WILL START*

4693 GR
August 1, 1980

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTB QUANTITY OF CEMENT

11" 55-8 5/8" new 32 lbs. 160' 35 sacks (cement to surface)

6 3/4" 55-4 1/2" new 10.5 lbs. 2250' 65 sacks (cement into Mancos)

Well will be drilled to test the þg
all shows encountered will be tested. JUL 07 19

B1 u

50 se s

bpewerœa

cumulator
tested to 5,000 P.S.I.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

event r

TITLE Production Manager ,,,, 7/3/80

(This space to deral or State oflice use)

PERMIT No
APPanvAL naTM

APPROVED BY TITLE
DATE

CONDITIONS OF APPROVAL, IF



orm 3106-5 UNITED STATES FORM APPROVED
(February 1977) DEPARTMENT OF THE INTERIOR OMB NO. 42-R1599

BUREAU OF LAND MANAGEMENT Serial No.

ASSIGNMENT AFFECTING RECORD TITLE
U-32574

TO OIL AND GAS LEASE
w Serial No.

PART I

Baardwalk Petroleum Investment, Inc.

39 Exchange Place, Suite 29
Salt Lake City, Utah 84111

The undersigned, as owner of 100°/o percent of record title of the above-designated oil and gas lease issued effec-

tive (date) 5-1-76 ·

, hereby transfers and assigns to the assignee shown above, the record title

interest in and to such lease as specified below.

2. Describe the lands affected by this assignment (43 CFR 3101.2-3)
i

Grand County, Utah
T20SR2 E,SLM
See11-S i
240.00 acres

3. What part of assignor(s) record title interest is being conveyed to assignee? (Give percentage or share) lOOfo

4. What part of the record title interest is being retained by assignor(s)? None

5a. What overriding royalty or prodyction payments is the assignor reserving herein? (See Item 4 of General Instruc

tions; specify percentage.) 2(o of 8 Sths
b. What overriding royalties or production payments, if any, were previously reserved or conveyed? (Percentage

only) None

It is agreed that the obligation to pay any overriding royalties or payments out of production of oil created herein,

which, when added to overriding royalties or payments out of production previously created and to the royalty payable

to the United States, aggregate in excess of 17½ percent, shall be suspended when the average production of oil per

well per day averaged on the monthly basis is 15 barrels or less.

I CERTIFY That the statements made herein are true, complete, and correct to the best of my knowledge and belief

and are made in good faith.

Executed this 24thday of June , 1977

1982 NcClelland #4
(Assignor's Signature) (Assignor's Address)

Craig Stayner

Salt Lake City Utah 8410)
Spo.:Se

(City) (State) (Zip Code)

Title 18 U.S.C., Sectiori 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious, or fraudulent statements or representations as to any matter within its jurisdiction.

THE UNITED STATES OF AMERICA

Assignment approved as to the lands described below:

Assignment approved effective By
(Authorized Officer)

(Title) (Date)

NOTE: TA; on u be reprohn el provided that copies are exact reproductions on one sheet of both sides of this o//icial form
C/ //
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I
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SEC. 14
T20S R23E

SL &M

l
I
I

IICALE: 1°
• 1000

BROWNDIRT NO. 3

Located South 660 feet from the North boundary and West 660 feet
from the East boundary of Section 14, T20S, RR3E, SLB&M.

Elev. 4693

Grancl County, Utah

& UDELL S. WILLIAMS"I'Ã'Ñþ SURVEY 0 R ' s CERT IF I CATE 751 Rood Avenue
e••••., GRANDJUNCTION.COLORADO81501
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.
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e UNDER MY SUPinvisiON AhD TMAT TME SAME ARE TWUE
AND CORRECT TO TNE BEST OF MT KNOWLEDGE AND ELI" BR0 WNDI RT NO. 3

'. NE¼NE¼ SECT ION (4
, T20S, R23E, SLB&M

DRAWN SY: USW onte:



May 27, 1980

U.S. Geological Survey RE: NTL-6

1745 West 1700 South supplementary Information

2000 Admin. Building for APD, 9-331-C

Salt Lake City, Utah 84104 Browndirt #3

Attn: Mr. Ed Guynn

Application for Ambra Oil & Gas Co., a Utah Corporation to drill in the

NE¼NEl of Section 14, T20S, R23E, Grand County, Utah is set forth on Form

9-331C. This letter is to set forth the additional information required on

the NTL-6 regulation.

1. Geologic name of surface formation: Cretaceous Mancos Shale

2. & 3. Geologic tops and formation depths:

Cretaceous Mances shale surface
Dakota 1400'
Cedar Mountain 1453'

Jurrasic Morrison 1585'
Salt Wash 1912'
Summerville 2111'
Entrada 2178'
Total Depth 2240'

4. Casing program: See Form 9-331C.

5. Pressure control equipment: Operator will use 8 5/8" good PSI spool

with rigan torus BOP above spool. An 8 5/8" 5,000 PSI spool will be used above

BOP. A rotating head will be used above the flow line spool. The BOP is bag

type, 600 seris rigan torus of 7 1/16" I.D. BOP will be tested every 24-hours

during daily operations.

6. Drilling and circulating medium: Operator plans to drill with air and

air mist as far as possible. Water base drilling fluid will be used in the event

formation water is encountered and to control or kill oil or gas flows when run-

ning long string - 4 1/2" 10.5 lb. casing - mud invert polymer type bio-degradable

mud 8.2 lb. per gallon. Weight and mud to 10 lb. per gallon if required will be

provided. The addition of potassium (KCL) chloride D.G. chemical added as



NTL-6

Browndirt #3
Page 2

7. Auxiliary equipment: (1) Kelly Cock-Demlo (2) floats at the bits-

yes and string (3) monitoring equipment on mud system-none (4) sub on floor

with a full opening valve. The fill, kill and choke lines will be attached

to well head below BOP. Also auxiliary equipment to be used.

a. 6,000# shut off valve on stand pipe.

b. One float at bit and two string floats.

c. Sub 3 1/2" IF to 2" valve for controlling blowouts for use when

making round trips in event of well blowouts.

8. Testing, logging, coring: Schlumberger or Birdwell. Not DST's pro-

grammed. Dual induction laterlog (DIL) compensated neutron & formation

density (CNFD) caliber log (CL) sonic BHC. If casing is run, a cement bond log

(CBL) ænd gamma ray (GRL). Drilling, take samples every 10' starting at 500'

to TD. Microscope analysis will be done by a certified geologist. Drillers

and penetration logs. No coring planned.

9. Maximum bottom hole pressure expected is 1500 PSI. Flexibility pro-

visions are the BOP and high pressure fittings and couplings. No hydrogen sul-

fide problems are expected.

10. Starting date is August 1, 1980 and should take from seven to twenty-four

days.

I hereby certify that I, or persons under my direct supervision, have in-

spected the proposed drill site a:ad access route; that I am familiar with the

conditions which presently exist; that the statements made in this plan are,

to the best of my knowledge, true mad correct; and, that the work associated

with the operations proposed herein will be performed by Ambra Oil & Gas

Company, and its contractors and subcontractors in conformity with this plan

and the terms and conditions under which it is approved.

Date Name and



U.S. Geological Survey RE: Browndirt #3
2000 Admin. Buildhag Multipotat Requirements

1745 West 1700 South
Salt Lake City, Utah 84104

Attention: Mr. Ed Guynn

1. Ekisting Roads

a. Proposed well site is staked. See surveyors plot.

b. East exit from Cisco/Bookcliff exit on 1-70 go five miles NW towards
the Bookeliffs on the main Cisco Springs road. Take the Browndirt #2 access

road north past the Browndirt #2 well (500') then go 1320' further north on
the Browndirt #3 access road to the Browndirt #3 location. The well pad

access road will cross one anall dry wash with no grades on either side. The

wash is less than 2' wide and 2' deep. The well pad is close to the Northwest

Pipe main 6" line from Cisco Done.

c. Access road is color coded in red with the existing road color coded

in blue on the enclosed topo map.

d. Does not apply.

e. This includes the main county road which heads from the SENW and crosses

cross Sec. 14, the SWSWof Sec. 5, Si of Sec. 5, NW¼of Sec. 15, south through Sec.

16, and crosses the N¾NW¼(Si of our lease, N#NW¼). The Willard Pease #4 access

road and the Ambra Oil & Gas TXO 14-1-80A right-of-way access road in Sec. 14.

On the east edge of Sec. 15 there is the Willard Pease Govt. #1 access road

which then goes through Sec. 6 to the Willard Pease #5 and UV Industries #4.

The Ambra Oil & Gas TXO 10-1 access road in Sec. 10. In Sec. 9 is the Cisco

Springs access road.

f . Plans for improvement and/or maintenance of existing roads. In the event

of production, operator will work to maintain a graded and an improved road
year-round. This will require cooperation with the other operators in the area

to maintain this



Browndirt #3 -

M4ltipoint Requirements
Page 2

2. Planned Access Roads

1. Width: 15' bladed out or flat land.

2. Maximum grades: one degree

3. Turnout: Access road is straight, no turnouts needed.

4. Drainage design: small borrow pits on each side for easy drainage.

Road is flagged and center lined.

5. 900' south of the well pad, the access road must cut one small dry
wash less than 2' deep and 2' wide with a flat hard bottom. We will have to
make a 5' cut on each side öf the wash. We will stock pile the fill on the
four adjacent corners of the wash. No culverts are needed or required in this
area.

6. None needed. Land will be distufbed little. With correct road building

procedures, we will need no additional material.

7. None needed, no fence cuts, etc.

8. Only the well access road, which is surface scraped 15' wide and

approximately 1320' long. One small dry wash cut, as described in item 2.5.

3. Location of Existing Wells

a. See USGS topo map

b. Producing wells in a one--mile radius:

1. Sec 4 Willard Pease #143, gas
2. See 10 Ambra Oil & Gas TXO 10-1-80A, temp. abandoned
3. Sec 11 Boardwalk/Ambra Levon #1, oil & gas
4 . Sec 14 Boardwalk/Ambra Browndirt , gas
5. 14 Willard Pease #9, gas
6. 14 Willard Pease #4, oil, shut-in

7. 14 Ambra Oil & Gas TXO 14-1, oil

c. Producing wells in a two--mile radius:

1. Sec 9 Willard Pease #1-506, oil & gas
2. 9 Willard Pease (SERE), gas
3. 9 Jacobs (NENE) , oil & gas
4. Sec 10 Willard Pease Cardmoore #1A, oil & gas (shut-in)

5. 10 Willard Pease #6, oil & gas
6. 10 Willard Pease #5, oil & gas
7. Sec 11 Tenneco ( SWSW), oil & gas
8. Sec 15 Willard Pease C Govt. 1,



Browndirt #3
Multipoint Requirements

,

Page 3

d. abandoned and shut-in wells are marked with industry standard symbols.
There are no water, disposal or injection wells within a onestile radius.

4. Location of Existing and/or Froposed Facilities

a. Tank batteries: Operator maintanas an oil tank battery on the
Levon #1 well in Sec. 11. This tank battery will not be used if production is

established with this well. New tank batteries will be installed on the
Browndirt #3 location if oil production is established. The operator has

drilled and completed an oil well in Sec. 14 End a punp jack and tank battery

is in the process of being installed. There are two additional proposed
locations in Section 14 waiting for approval (Browndirt #2, TXO 15-2).

If oil production is established, a seperate tank battery will be installed

for the Browndirt #3.

2. Production f acilities: Operator maintains a 3-stage seperator on the
Levon #1 well in Sec. 11. They also maintain a 2-stage seperator on the
Browndirt #1 well in Sec. 14. Neither of these production facilities can be

utilized if production is established on the Browndirt #2. If we have pro-

duction, such equipment will be installed. Operator has drilled an oil well

in Sec. 14 and is installing production equiprent.

3. Oil gathering line: none - only tank at location if oil production is

hit.

4. Gas gathering lines: Northwest Pipeline Grand Gas Collection System

with several trunk collection lires is in this inmedediate area. Closest

line in area is the main 6" line from Cisco Dome which crosses 350 ' north of
the well location on this lease. Also, the Northwest Pipeline lateral trunk
A-5 crosses within 850' east (Sec. 13) of the well location.

5. none

6. none

b. 1. If new facilities are contemplated in the event of production:
See the enclosed exact

sketch of the area showing planned production facilities. All open and exposed
pits will be fenced to protect livestock and wildlife an an earthen fire bunker

will be built around any tanks. Gas lines will be laid on the surface to the
main 6" Grand Gas Collection System. A time schedule for this will be within

a 60-day period upon completion of the well and subject approval of the sundry
notice.

c. 1. Pits will be fenced until fluid evaporates and then filled in. That

will be reseeded anywhere from Oct. 15 to Nov. 15 as required by the BLM. The

seeding mixture prescribed by the BLM will be used. The surface area is flat,

however, this area will be graded to the original contours. Also note, con-

struction and rehabilitation will be limited to the original well pad. All

stock pile surface soil will be graded back over location after contouring

for subsequent



,Browndirt #3
Multipoint Requirements
Page 4

5. Incation and type of Water Sipply

a. Dalgarno Transport of Grand Junction, Colorado. They maintain private

water usage pennits and we buy air water fran them. The water is trucked in

from Grand Junction by the same.

b. Water tank truck.

c. No water well is planned or needed.

6. Source of Construction Materials

The location will be on Federal land 1x> if any sand or gravel is needed it

will be'brought into the area fram a private source in Thompson, Utah, 21 miles

west. Until production is established, the road will be surface scraped dirt

road fram the existing road to the proposed well location. However, no con-

struction materials are planned or needed. This is flat desert land on

mancos shale formations. Bladed roads that are watered and packed down are
the best roads in this area. When lightly bladed with borrow pits on the
side for drainage no materials are needed.

7. Method for Handling Waste Disposal

Cuttings and drilling fluids will be discharged via air into reserve pit.

Portable chemical toilet will be on loction for sewage. Garbage and waste

materials will go in a burn cage then burned and hauled away when work is

completed. Location will be cleaned and all materials not burned will be hauled

away. Produced fluids (oil and water) will go into tanks and pits, respectively.

The blouey line will be 125' long, centered and angled down into a trench pit.

It will be anchored. The blouey line will be misted while drilling with air.

The area will be free of trash and debris when rig is moved out.

8. Auxiliary Facilities

None other than trailer and dog house. No camp or air strip required.

9. Well Site Layout

1. Cross section of drill pad with cuts mad fills 200' x 200'. Well

location is relatively flat and requires minimum cuts and fills. Any cuts

and fills needed will be determined at on-site inspection.

2. See drawing.

3. See drawing.

4. Pits are to be



Browndirt 43
Multipoint Requirements
Page 5

10. Restoration Plans

1. Backfill of pits and all surface holes will be completed and will be

leveled to the original contour of the land before drilling. Waste Disposal will

be accomplished as follows: all portable waste will be burned and buried

in the waste pit. All other trash will be hauled out of the area.

2. Revegetation and rehabilitatiaa: the grounds including the access

road will be conditioned and revegetated and seeded as per EŒ¾ requirements,

that being regradiog of the surface soil and reseeding to take place from Oct.

15 to Nov. 15.

3. After the rig is moved.

4. If there is oil in the pit, we will either renove it or install overhead

flagging.

5. Rehabilitation of the well site area will be completed within 60-days after

spud date. With the exception of the reseeding following BLM instructions

(Oct 15 to Nov. 15). We will restore location back to original condition before

rig is moved in.

11. Other Infonnation

The location is part of the Green River desert area. No trees grow on the
Mancos shale valley only sagebrush and shad. Cattle graze the area in fall

and spring seasons. There is no water and very little vegetation. Cisco

Springs is 4 miles to the southwest with practically no dwellnigs and no evidence

of historical, cultural nor archeological value. There will be no other surface

use.

12. Operator

Ambra Oil & Gas Company
115 South Main, Suite 420
Salt Lake city, Utah 84111

Telephone: (801) 532-6640

Attention: Mr. Kerry Miller, Mr. Wes Pettingill

13. Certification

I hereby certify that I, or persons under my direct supervision have inspected

the proposed drill site and access route; that the statements made in this plan

are, to the best of my knowledge, true and correct; and, that the work associated

with the operations proposed herein will be performed by Ambra Oil & Gas Company

and it contractors and subcontractors in conformity with this plan and the tenns
and conditions under which it is approved.

Date Name and
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U. S. GROLOGICAL SURVEY - CONSERVATIONDIVISION

FROM: : DISTRICT GEOLOGIST, ME, SALT LAKE CITY, UTAH

TO : DISTRICT ENGINEER, O&G, SALT LAXE CITY, UTAH

SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO. U - 31i F-y

OPERATOR: rcA.- WELL NO. ro to tr 3

LOCATION: i sec. 1, T. c'2 i , R. 5 E, S ¿

County,

1. Stratigraphy: s c ro rea so

/ 5

2. Fresh Water:

3. Leasable Minerals:

14. Additional Logs Needed:

5. Potential Geologic Hazards: e c

6. References and Remarks:

Signature: Date: - 2/



Identification No. 550-80

United States Department of the Interior
Geological Survey

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

NEPACATEGORICALEXCLUSIONREVIEW

PROJECTIDENTIFICATION

Operator/Project Name Ambra Oil & Gas Browndirt #3

Project Type Development Gas Test

Project Location 660' FEL, 660' FNL, Sec. 14, T20S, R23E, Grand County, Utah

Date Project Submitted July 7, 1980

FIELD INSPECTION Date August 25, 1980

Field Inspection
Participants Glenn M. Doyle U. S. Geological Survey

Jeff Robbins Bureau of Land Management

Wes Pettingill Ambra

Dallas Galley Dirt Contractor

Typing In & Out: 8/26/80

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

August 25, 1980 f/L/ÍL
Date Prepared Environmental Scientis

I concur

SEP0 4 1980 STA CT
ENNNGINEER

Date District



!

CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

Local and
Federal/State Agency priv'ate Other

Corre- Phone corre- studies Onsite
CriterLa spondence check Meetirg spondence Previous and Staff inspection

Sl6 DM2.3.A (date) (date) (date) (date) NEPA reports expertise (date) Other

L, Public health I . 6 7-23-80
and safety

2. Unique charac- 6
teristics

3. Enviroomentally

1. Uncertain and 2 4 6
unknown risks .

5. Establishes
precedents . .

5. Cuxulatively 2
sLgnificant

1. National Register 1
historic places

8. Endangered/
threatened species 1

). Violace Federal,
State, local, .

tribal law

*Site-specific stipulations attached,



ID No. 550-80
Ambra Browndi rt #3

Site-Specific Stipulations

Rotate the rig 180° so that the prevailing southwesterly winds do not blow
cuttings and dust emanating from the blooie line back into the





INREPLYREFERTO

r United StatesDepartment of the Interior 3100
(U-603)

BUREAU F LAND MANAGEMENT
M ab District

Grand Resource Area
P.O. Box M

Moab, Utah 84532

August 8, 1980

Memorandum

To: Oil and Gas Office,USGS Conservation Division,
P.O. Box 3768, Grand Junction,CO, 80152

From: Area Manager, Grand

. Subject: Application to Drill
Ambra Oil and Gas Company
Well : Browndirt #3
Section 14, T.20S.,R.23E.
Grand County, Utah

On August 6, 1980 a representative from this office met with Glen Doyle ,

USGS, and Wes Pettingill agent of Ambra Oil and Gas Company for an insp-
ection of the above referenced location. Subject to the attached conditions,
I am approving the surface management portion of the Application for Permit to
Drill.

The archaeological requirement has been fulfilled on this location. No threatened
or endangered flora or fauna are indicated in the area.

Please forward the enclosed information to Ambra Oil and Gas Company.

Enclosures: (2)
1-Reclamation Procedures
2-Seed Mixture

CONSERVE
AMERICA'S

ENERGY

Save Energy and You Serve



STANDARDSTIPULATIONS FOR OIL ANDGAS EXPLORATION

, Contact this office at least 24 hours prior to beginning construction of
access road and pad.

Notify the BLMDistrict Archaeologist if cultural material from subsurface
deposits is exposed during the operation.

; The trash pit will be at least six feet deep and fenced with fine mesh
wire during drilling operation.

4 Stockpile the surface 12" of topsoil in a wind-row on the Northwest corner
of the location.

The pad will be rotated 180 degrees so that the reserve pit will be constructed
on the Northeast side of the drill pad.

& The access road will enter onto the location form the South facing end of
the drill pad. The access road will be bladed to the removal of brush and
vegetation with as little topsoil disturbance as is possible with the road grader.
The grader will construct a small crown and light bar ditches to enhance
water dispersal again with as little disturbance as is practical for construc-
tion purposes.

7 A low water crossing will be used to cross the only wash.

y If production is obtained, the access road will be upgraded to a long-term road.
The surface 12" of topsoil will be wind-rowed on the uphill side. The crown
will be no less than 12" in depth. (See figure 1).

e If production is obtained, additional surface disturbing activities are not
approved at this time.

« If production is obtained, all production facilities will be painted "desert
tan" or a similar color approved by the Grand Resource Area Manager.

Rehabilitation of the site and access road will be accomplished in accord-
ance with the enclosed restoration



RECLAMATIONPROCEDURESIN GRANDRESOURCEAREA

1. Disk or rip pads and access roads.

a. Overlap passes in order to insure complete treatment.

2. Contour pads and access roads.

a. Lay berms into centers.

b. Use cut material for fill areas.

c. Lay stockpiled sur'ace soil over top of pads and spread evenliy.

d. Do not smoothe pads out, leave a roughened surface. On steeper

slopes and slopes with clayey soils scarify or serrate the ground

in order to increase water infiltration and reduce erosion.

4. Seed roads and pads in the fall (Oct. through



SEED MIXTURE

GRASSES POUNDSPER ACRE

Oryzopits3ymenöides Indian Rice grass 1
Hilaria jamesii Curley grass 1

FORBS

Sphaeralcea coccinea Globe Mallow 1

SHRUBS

Atriplex confertifolia Shadscale 1
Cereoides lanata Wnter Fat 1
Atriplex canescens Four-wing Salt brush 1
Atriplex cuneate Castle Valley Clover Salt 1

brush
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o
** FILE NOTATIONS**

DATE: 2 / 0

Operator:

Well No:

Location: Sec. / T. 6 R. $ßÊ County:

FLZe Ptepaxed: EnteAed on N.I .9.

Cand Indexed: Complet¿on Sheet:

API Numbet 43.-O/Ñ-Sð(o#2

CHECKEDBY:

Geological Engineer:

Petroleum Engineer: ·~/ 7~ W

Director: R SK di

APPROVALLETTER:

Bond Requaed: Suavey Plat Requaed:

Caden Wo. ¡Q./GB li¡g~ †ÿ 0.K. Rule C-3 | |

Rule C-3(c)
, Topogxaphie Exception/company owns on contAofs acAeage

w¿thin a 660' Jutd¿ua og pxoposed a¿te (
¯7

Leas e Dealgnat¿on Plotted on Map

Ap oval LeßeA (Ultitten



September 17, 1980

Ambra 011 and Gas Company
115 South Main, Suite 420
Salt Lake City, Utah 84111

Re: Well No. Broundirt &3
Soc. 14, T. 208, R. 23£.,
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is horeby granted in accordance with the Order issued
in Cause No. 102-168 dated November 15, 1979.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. NINDER- Petroleum Engineer
Office: 533-5771
Mbme: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Tour
cooperation in completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24
hours after drilling operations commence,and that the drilling centractor
and rig number be identified.

The API number assigned to this well is 43-019-30693.

Sincerely,

DIVISION OP OIL, GAS ANDMINING

Michael T. Minder,
Petroleum Engineer

/bts
cc:



SCOTTM.MATHESON OIL,GAS,ANDMININGBOARD
Governor

CHARLESR.HENDERSON
GORDON E. HARMSTON STATE OF UTAH chairman

Executive Director'
DEPARIMENT OF NATURAL RESOURCESNATURAL RESOURCES JOHNL..BELL

DIVISION OF OIL, GAS, AND MINING C.RAY JUVELIN
THADISW.BOXCLEON B. FEIGHT 1588 West North Temple MAXILIAN A. FARBMANDirector Salt Lake City, Utah 84116 EDWARD T. BECK

(801) 533-5771 E. STEELE MciNTYRE

March 30, 1981
.

Ambra Oil and :Gas Company
115 South Main, Suite 420
Salt Lake City, Utah 84111

Re: SEE ATTACHED SHEET

Gentlemen:

In reference to above mentioned wells, considerable time has gone
by since approval was obtained fron this office.

This office has not recieved any notification of spudding. If you
do not intend to drill these wells, please notify this Division. If
spudding or any other activity has taken place, please send necessary forms.
( If we do not hear from your company within fifteen (15) days, we will
assume you do not intend to drill these wells, and action will be taken to
terminate the application.) If you plan on drilling this location at a
later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL GAS, AND MINING

S BATES -



ATTACHED SHEET:

WELL NO. BROWNDIRT#2
Sec. 14, T. 208. R. 23E. .

GRANDCOUNTY, UTAH

WELL NO.JBRORUDIRT #3
Sec. 14, T. 20S. R. 23E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED #21-2
Sec. 21, T. 20S. R. 21E.
GRAND COUNTY, UTAH

WELL NO. TXO.JKESAA23-2
Sec. 23, T. 20S. R. 23E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED #27-3-80-3
Sec. 27, T. 20S. R. 21E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED#27-6
Sec. 27, T. 20S. R. 21E.
GRAND COUNTY, UTAH

WELL NO. TXO SPRINGS #9-1
Sec. 9, T. 208. R. 23E.
GRAND COUNTY,



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-3?574

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

N/A
SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for pro osals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C or such proposals.) 8. FARM OR LEASE NAME

1. o
11 e I other Location not drilled 9. WELL

NN/A

2. NAME OF OPERATOR STOwndirt #3
AMBRAOIL & GAS COMPANY 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR ÛiSCO Springs
115 South Main, #420, SLC, UT 84111 11. sEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec. 14, T20S, R23E
AT SURFACE:660'FEL660' FNL, Sec. 14, T20S, 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: R23E Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL O (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)_ Not Drilled

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurfat:e locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

This well has not been drilled yet. It will be drilled
within 6 months of this notice.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby certify th ing is true and correct

SIGNED
,

TITLE GeOlOgiSt DATE April 3, 1981
Yant n. Mancon

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse
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Commervatim Divieden
2000 Administration Ent1ding

1745 West 1700 South
Balt Laine City, Utah 84104••3904

November 10, 1981

Isabra Oil 6 Gas Ocataany
115 south Main, suite 420
Salt Lake city, Utah 84111

Re: feturn Application for
Armit to Drill
Well No. 27•-3-80••B
Section 27, T. 206, R. 21E.
Grand County, Utah
inase o. D••39499

Grard County, Utab
Lease No. U -32574

Gentlenem

2he Aç¾>1tcation for Permit to Drill the referenced wolle were approvedseptember 15, 1900 ard September 16, 1980 respectively. Since that date
no known activity has transpired at the approved leentions. Under
current District policy, agplication's for germit to drill are effective
for a perhed of me year. In view of the foregoing this office is
reselnding kne approval of the referenced applications without prejudice.
If you interd to drill at these leentions on a future date a new application
for pertait to drill aust be submitted.

this of£1ee requires a letter confining that no surface disturbance
has been made £or these drill sites. Any aartace disturbance associateò
vith the appremed locations et these wolle is to be rehabilitated.
A Mae for this rehabilitation must, then be atmitted. Your
eoeparation in this matter is appreciated.

Sincerely,

(ORIG.SGD.)W. P. MARTENS

9 a. w. Guynn
District Oil ard Gas Supervisor

boc: 101, CR, OGG, Denver
EIM-Vernal

\State ottice (OsG)
State Office (BIM)uses-vernal
Well File
APD
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